
PFP-6hpHND-M-TWIN
PFP-6hpHND-EM-TWIN

PFP-9hpHND-M-TWIN
PFP-9hpHND-EM-TWIN

The Goliath model is a compact pump that delivers
amazing pressure performance so as to meet the needs
of several applications.

PERFORMANCE (PFP-6hpHND-M(EM)-TWIN)
80 GPM (302 lpm) @ 10 PSI (0.69 bar)
50 GPM (189 lpm) @ 100 PSI (6.89 bar)
20 GPM (76 lpm) @ 150 PSI (10.34 bar)

PERFORMANCE (PFP-9hpHND-M(EM)-TWIN)
120 GPM (454 lpm) @ 25 PSI (1.72 bar)
90 GPM (340 lpm) @ 50 PSI (3.45 bar)
65 GPM (246 lpm) @ 100 PSI (6.89 bar)
20 GPM (76 lpm) @ 150 PSI (10.34 bar)4

HONDA POWERED PUMP

PFP-6HPHND-M-TWIN

E N G I N E  S P E C I F I C AT I O N S
• Honda 6.5hp at 3600 RPM GX200, air cooled engine.
• Honda 9hp at 3600 RPM GX270, air cooled engine

(PFP-9hp-HND-M(EM)-Twin).
• Single cylinder gasoline engine.
• Manual recoil start.
• Electric start with recoil start as backup 

(PFP-6hpHND-EM-Twin and PFP-9hpHND-EM-Twin).
• 1.5 gallon (5.7 l) integrated fuel tank.
• 1.7 gallon (6.5 l) integrated fuel tank

(PFP-9hpHND-M-Twin).

P U M P  U N I T  S P E C I F I C AT I O N S
• C.E.T. dual stage centrifugal pump.
• Pump body made from aluminum.
• Aluminum impeller.
• Mechanical shaft seal.
• Self priming system.
• Two 1” (25 mm) delivery outlets and one 1 1/2” (38 mm)

NPSH delivery outlet.
• One 1 1/2” (38 mm) NPSH suction inlet.
• Dimensions (approx.): Length: 19” (483 mm); Width:

16” (406 mm); Height: 15” (381 mm).
• Dimensions (approx.) (PFP-9hpHND-M(EM)-Twin):

Length: 20” (508 mm); Width: 17” (432 mm);
Height: 17” (432 mm).

• Weight (approx.): 60 lbs (27 kg).
• Weight (approx.) (PFP-9hpHND-M(EM)-Twin): 70 lbs (32 kg).

I N C L U D E D  A C C E S S O R I E S
• 36 watt alternator (PFP6hp-HND-EM-Twin) 

(PFP-9hpHND-EM-Twin).
• Low oil alert.

POWER THAT MEETS YOUR REQUIREMENTS

NEW




